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30 CFR Ch. II (7–1–03 Edition)§ 250.1743

[67 FR 35406, May 17, 2002; 67 FR 44266, July 
1, 2002]

§ 250.1743 How do I certify that a site 
is clear of obstructions? 

(a) For a well site, you must submit 
to the appropriate District Supervisor 
within 30 days after you complete the 
verification activities a form MMS–124, 
Application for Permit to Modify, to 
include the following information: 

(1) A signed certification that the 
well site area is cleared of all obstruc-
tions; 

(2) The date the verification work 
was performed and the vessel used; 

(3) The extent of the area surveyed; 
(4) The survey method used; 
(5) The results of the survey, includ-

ing a list of any debris removed or a 
statement from the trawling con-
tractor that no objects were recovered; 
and 

(6) A post-trawling job plot or map 
showing the trawled area. 

(b) For a platform or other facility 
site, you must submit the following in-
formation to the appropriate Regional 
Supervisor within 30 days after you 
complete the verification activities: 

(1) A letter signed by an authorized 
company official certifying that the 
platform or other facility site area is 
cleared of all obstructions and that a 
company representative witnessed the 
verification activities; 

(2) A letter signed by an authorized 
official of the company that performed 
the verification work for you certifying 
that they cleared the platform or other 
facility site area of all obstructions; 

(3) The date the verification work 
was performed and the vessel used; 

(4) The extent of the area surveyed; 
(5) The survey method used; 
(6) The results of the survey, includ-

ing a list of any debris removed or a 
statement from the trawling con-
tractor that no objects were recovered; 
and 

(7) A post-trawling job plot or map 
showing the trawled area. 

[67 FR 35406, May 17, 2002; 67 FR 66049, Oct. 
30, 2002]

PIPELINE DECOMMISSIONING

§ 250.1750 When may I decommission a 
pipeline in place? 

You may decommission a pipeline in 
place when the Regional Supervisor de-
termines that the pipeline does not 
constitute a hazard (obstruction) to 
navigation and commercial fishing op-
erations, unduly interfere with other 
uses of the OCS, or have adverse envi-
ronmental effects.

§ 250.1751 How do I decommission a 
pipeline in place? 

You must do the following to decom-
mission a pipeline in place: 

(a) Submit a pipeline decommis-
sioning application in triplicate to the 
Regional Supervisor for approval that 
includes the following information: 

(1) Reason for the operation; 
(2) Proposed decommissioning proce-

dures; 
(3) Length (feet) of segment to be de-

commissioned; and 
(4) Length (feet) of segment remain-

ing. 
(b) Pig the pipeline, unless the Re-

gional Supervisor determines that pig-
ging is not practical; 

(c) Flush the pipeline; 
(d) Fill the pipeline with seawater; 
(e) Cut and plug each end of the pipe-

line; 
(f) Bury each end of the pipeline at 

least 3 feet below the seafloor or cover 
each end with protective concrete 
mats, if required by the Regional Su-
pervisor; and 

(g) Remove all pipeline valves and 
other fittings that could unduly inter-
fere with other uses of the OCS.

§ 250.1752 How do I remove a pipeline? 
Before removing a pipeline, you 

must: 
(a) Submit a pipeline removal appli-

cation in triplicate to the Regional Su-
pervisor for approval that includes the 
following information: 

(1) Proposed removal procedures; 
(2) If the Regional Supervisor re-

quires it, a description, including an-
chor pattern(s), of the vessel(s) you 
will use to remove the pipeline; 

(3) Length (feet) to be removed; 
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